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Section 36-99.7 of the Code of Virginia and Section 110.3 of the Virginia Uniform Statewide Building Code (VUSBC) 
requires the submission of an asbestos inspection certification to the City of Danville Department of Community 
Development Inspections Division prior to the issuance of a building permit allowing a building to be renovated or 
demolished.  The asbestos inspection certification must state that the affected portions of the building have been inspected 
for the presence of asbestos and that appropriate response actions will be undertaken in accordance with the Code of 
Virginia.  The asbestos inspection must be performed by a person with a valid Asbestos Inspector’s license issued by the 
Virginia Department of Professional and Occupational Regulations.  The asbestos inspection requirement does not apply to 
single family dwellings or to residential housing with four or fewer units unless the renovation or demolition of such 
buildings is for commercial or public development purposes.  This provision shall not apply if the combined amount of 
regulated asbestos containing material involved in the renovation or demolition is less than 260 linear feet on pipes or less 
than 160 square feet on other facility components or less than thirty-five cubic feet of facility components where the length 
or area could not be measured previously. 

CERTIFICATION FORM: 
 
This certification must be signed by the owner of the property or by the owner’s authorized agent. 
(Copies are not acceptable) 
 
I,       , AM THE OWNER (OR THE OWNER’S AUTHORIZED AGENT) 
OF THE BUILDING LOCATED AT: 
 
              

ADDRESS 
 
WHICH IS WITHIN THE CITY OF DANVILLE AND I PROPOSE TO ONLY REPLACE ROOFING OR FLOOR 
COVERING OR SIDING MATERIALS, THEREFORE, I CERTIFY THAT: 
 
 
CERTIFY THE APPROPRIATE BOX CONCERNING THE ASBESTOS INSPECTION: 
 
[      ] The materials to be repaired or replaced are assumed to contain asbestos and that asbestos installation, removal, or 

encapsulation will be accomplished by a licensed asbestos contractor or a licensed asbestos roofing, flooring, 
siding contractor; or  

 
[      ] The sampling of the material to be renovated was accomplished by an RFS Inspector as defined in 54.1-500 of the 

Code of Virginia and analysis of the sample showed no asbestos to be present. 
 
              
     Signature of Owner or Owner’s Agent                                Date 
 
 
              
                   Printed Name                      Position or Title 
 
** NOTE:  THIS CONSTRUCTION IS UNDER THE 2003 CODE 
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